COMMOTION™

Suggested Johnsonite colors for finishing borders (wall base).
For our complete color offering, reference color guide in back.
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507 Night 508 Terra

509 Chlorophyll

517 Cloud 9

518 Bee Line

519 Leather

520 Sandusky 521 Red Hot

522 Twilight

523 Sky

524 Chromatic

525 Stony

-]

15 standard colorways with 27 Decorative Solid Color
tiles (see page 119) to use as accents or borders.

Replay is deemed to be a “spike- and
skate-resistant” Multi-functional and Sports Flooring
solution for areas that require both performance
and suitability for a particular purpose. Areas where
heavy and/or sharply shaped equipment (e.g., free
weights, spikes or skate blades) is used such as
hockey benches, changing areas, pedestrian pivot
points, entrances to ice rinks and hallways to
playing areas may show accelerated wear.
Interlocking tiles may be used where lightweight

526 Party 527 Jeans 528 Envy
Square Edge Tile
. 24" 24" SO STD SO
Interlocking Tile
25"x 25" (24" X 24" net) N/A STD S0
?“ - Sheet , , ,
~ //48” wide ST 75 STD 50 5050 rolling traffic is present.

Design online with the Design A Space PRO Visualizer at johnsonite.com.
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<r <L
Aqua Blue
~m g~ -~
<L q z,ﬁ'A.
Grey Orange
. ) - -~
Nl T !
Bright Red Green
4. 2o -,
2 ZUn
Weed White Steel

Yellow Tan

<2,

Brown

3'55‘1';

Purple

<2,

Bnght Blue

Burnt Yellow

oy
Buff
4 ) L |
tZim
Terra

-
Egg Shell

Grass

r Phthalate,
Halogen &
Chlorine
Free

Use our Design A Space PRO
Visualizer tool
atjohnsonite.com.

RECYCLED CONTENT
POST-CONSUMER 92%; MR 4

RAPIDLY RENEWABLE RESOURCES
ALL PROFILES 7%; MR 6

PHTHALATE, HALOGEN AND CHLORINE FREE

ASTM D 2047 SLIP RESISTANCE

ADA SLIP RESISTANCE RECOMMENDATIONS

OF 0.6 FOR FLAT SURFACES AND 0.8 FOR
RAMPS

ASTM D 2240 HARDNESS: 65 SHORE A

ASTM F 970 STATIC LOAD LIMIT:
0.0% RESIDUAL INDENTATION AT
250-LB LOAD

product

&— color foundations

[x]

[

000 color name

% color name and number
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Training’

Training® makes it possible to achieve the winning combination of energy return, shock absorption and value. Specially designed for indoor sports activities,

itis ideal for use in indoor gyms, health clubs and basketball courts. Long-lasting Training has a polyurethane-reinforced (PUR) wear layer that

makes it durable, resilient and easy to maintain - requiring fewer man-hours, and less water, energy and chemicals to keep clean. It resists abrasions,

scuffs and tearing, plus includes a heavy foam backing to help cushion noise and impact during physical activity. Available in 8 solid colors and 2 wood

tones, Training can be painted to delineate foul lines and other court markings. For those areas, where you need to balance aesthetics with low maintenance,

Training can easily fit the bill and the budget. A heavy-duty vinyl flooring, Training is engineered to provide many years of dependable performance

with minimal maintenance.

<% Suggested Johnsonite colors for finishing borders (wall base).
For our complete color offering, reference color guide in back.
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8009 Grey

Roll

Weld Rod 1287183

28 Medium Grey CG %

8016 Royal Blue
Roll

Weld Rod 1291367
70 Bluest %

8017 Sky Blue
Roll

Weld Rod 1287172
143 Marine %

8015 Teal

Roll

Weld Rod 1287317
142 Aquatic %

8002 Field Green
Roll

Weld Rod 1291365
471 Bok Choy %

8014 Forest Green
Roll

Weld Rod 1287316

59 Heather Green %

|

8012 Orange

Roll

Weld Rod 1287139

62 Tangerine Tango %

8011 Red

Roll

Weld Rod 1291808
294 Bigtop %

Vent Cove Base

This heavy-duty, molded rubber design

is for wood sports floor installations,

providing years of proven performance

with minimal maintenance.

Available in black and brown, the vented

design permits air circulation for

suspended floors, has a 3-inch wide toe

to cover expansion voids, and includes

molded outside corners.

9002 Golden Maple
Roll

Weld Rod 1291368
146 Butternut %

WB

9001 Beech

Roll

Weld Rod 1291363
274 Gold Digger %

»

Better Indoor
R Air Quality

TvOC,, ASTM D5116

RECYCLED CONTENT

PRE-CONSUMER 22%; MR 4

INDOOR AIR QUALITY

LOW EMITTING MATERIALS EQ 4.3
FLOORSCORE CERTIFIED AND MEETS

CA 01350
TVOC < 100 pG/M?

ROLL WIDTH = 6'6" NOMINAL (2 m)
ROLL LENGTH = 67' NOMINAL (20 m)
THICKNESS = .197" NOMINAL (5 mm)

ADHESIVES PG. 192

The Solid Weld Rods listed are coordinating recommendations.
Other color weld rods can be used for a variety of visual effects.

We've identified Color Foundations™ neutrals in the
following way: WB (warm beige), CB (cool beige),
WG (warm grey), CG (cool grey), B (black), W (white).

000 color name

roll

weld rod

00 coordinating colo

product

xx | €&— color foundations

| suggestec
coordinatin
inishing border

é color name and number

JOHNSONITE.COM



Scan with your smartphone to
order samples, view case studies,
see more photos or find specs
and warranty information.

* gymnasiums * racquetball courts
| * health clubs * exercise rooms

* basketball courts * gymnastics rooms

« volleyball courts * table tennis rooms

. * badminton courts * cafeterias
* aerobic areas

~
WHEN GREAT VALUE IS THE GOAL. TRAINING". ‘



LN

Scan with your smartphone to
order samples, view case studies,
see more photos or find spe

FOR THE FULL LINE OF A SEE PAGE 197

JOHNSONITE.COM



Azrock® VCT Basketball Court Kit

Create perfect courts quickly with an Azrock’ VCT Basketball Court kit and Azrock VCT. Each kit contains the materials

for a standard college court, including all of the necessary Feature Strips and curved segments for straight boundary

lines, circular markings and 3-point goal markings. Kits can also be used for high school or junior high courts by

simply reducing the number of segments to equal the standard perimeter dimensions listed at right. Available in

black, or request a custom color.

<«— 19FT.(5.79m) TO CENTER —>
OF CIRCLE

(1.23cm,

12 IN. (30.48cm) WIDE BY
81IN. (20.32cm) DEEP

MINIMUM of 3 FT. (0.91m) THE COURT
I Preferably 10 ft. (3.05m) of unobstructed space outside.
=0
5%
(]
I 5= RECTANGULAR BACKBOARD
2 1S 72 IN. (182.88cm) WIDE.
L >
b=
L4 DIVISION
79 1 LINE 3 1
m _
I 2 (0-30m) 2 IN. (5.08CM) WIDE BY (0.91m)  (0.30m)
3 6 FT.(1.63m) RADIUS 8IN. (20.32CM) DEEP. ,
125 | OUTSIDE (2.13m)
I (1.23m) 1 6 FT. (1.83M) RADIUS ||| |—
OUTSIDE
T 15IN. (38.1cm) T
53 18 N I4E.
b (45.72cm) <>} SE
SZ 88
= g
| 28 2
@ <,
32 4
1| il
—— 1BFTA0IN. (574m) — L .
. . (5.74m,
I (5.74m) 2IN. (5.08cm) LINE 2 IN. (5.08cm) LINE 15 FT. (4.57m) |

<>}
|-
A
3 OPTIMUM LENGTH 94 (28.65m) INSIDE THE COLOR OF THE LANE SPACE MARKS AND NEUTRAL ZONE MARKS SHALL
g ALL LINES SHALL BE 2 IN. (5.08cm) WIDE (NEUTRAL ZONES EXCLUDED) CONTRAST WITH THE COLOR OF THE BOUNDING LINES. THE MIDCOURT MARKS
= SHALL BE THE SAME COLOR AS THE BOUNDING LINES.
I COACHING BOX I 2 IN.WIDE BY 3 FT. DEEP/YI COACHING BOX >

(5.08cm x 0.91m) 28 FEET (98.53m)

This Basketball Court Diagram is in accordance with the official specifications of the National Federation of State High School Associations, Kansas City, Mo.,
as revised in January 1996. They can be contacted at 816-464-5400. If you wish to have additional parts to make other size courts or ones that conform to
different specifications, please contact your Azrock Distributor to order these items as a Custom Inset Request at an additional charge.

Azrock® VCT Shuffleboard Court Kit

Each Azrock VCT Shuffleboard kit contains all the material you’ll need to create a standard shuffleboard court, including

installation information and tile pieces* Kits include red, white and blue numbered triangular pieces. Field tile and

black feature strip (border tile) sold separately. Other solid tile colors are available by special order.
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The illustration details the layout for a Standard Shuffleboard Court kit. The kit contains solely the pre-cut and lettered
pieces. Feature Strips 1/2" or 1" wide can be purchased for boundary lines. 50 linear feet required.

*Field products ordered separately

X 404 3A70S

Ge¢1°9

College: 50' x 94'
High School: 50' x 84'
Junior High: 42' x 74'

floor
score
@ I;‘hthala\te Free*

Better Indoor *Except recycled materials
Air Quality

TvOC,, ASTM D5116

AZROCK VCT
SPECIFICATIONS
Gauge 3.2mm

Adhesive D100 Clear
Thin Spread

RECYCLED CONTENT
PRE-CONSUMER 10%
POST-CONSUMER 12%; MR 4
INDOOR AIR QUALITY

LOW EMITTING MATERIALS
EQ 4.3

FLOORSCORE CERTIFIED AND
MEETS CA 01350

PHTHALATE FREE, EXCEPT FOR
RECYCLED MATERIALS

TVOC < 10 pG/M?
NSF-332 CERTIFIED GOLD (UL)
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